
TECSUN (PV) H1Z2Z2-K Pure
Solar cable for indoor and outdoor usage

 

DESCRIPTION
TECSUN is a solar cable type H1Z2Z2-K for PV systems, specifically to connect solar panels to converters. This PV cable is suitable for
indoor and outdoor use, as well as for underground installation and is used in building installations, residential constructions, and
installations for sustainable and renewable energy. The TÜV and VDE certificates of this cable guarantee its high quality and long service
life. Since the non-armoured installation cable is compatible with default socket connections, the installer can install it quickly. This cable has
unique direct-bury properties, provided that the installer protects it against damage in accordance with NEN1010. It is also suitable for
being installed in water, which makes it perfect for floating solar panels.

STANDARDS, CERTIFICATIONS AND APPROVALS

  
EN 50289-4-17, Metod A UV resistance
EN 50618 Electric cables for photovoltaic systems
EN 61034-3 Material Standard

Synonyms PV cable, Solar cable, solar panel cable, photo, voltaic, photo voltaic

Conductor material Copper
Core insulation material HEPR rubber
Material outer sheath EVA rubber
UV resistant Yes
Rated voltage U0/U (Um) 0.6/1 (1.2) kV
Test voltage [kV] 6.5
Reaction-to-fire class (acc. EN 13501-6) Dca
Smoke development class (acc. EN 13501-6) s2
Euro class flaming droplets/particles (acc. EN 13501-6) d2
Euro class acidity (acc. EN 13501-6) a1
Max. conductor temperature 90
Min. outer temperature during installation [°C] -25
Bending radius (rule) Acc. to EN 50565-1
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PRODUCT DATA

Item name External article code Cable weight [kg/km] Packaging

TECSUN H1Z2Z2-K Pure 1X4 RED T500 0500775 70 K4

TECSUN H1Z2Z2-K Pure 1X4 BLACK T500 0500765 70 K4

TECSUN H1Z2Z2-K Pure 1X6 RED T500 0500795 80 K4

TECSUN H1Z2Z2-K Pure 1X6 BLACK T500 0500785 80 K4

TECSUN H1Z2Z2-K 1X10 BLACK T500 0500805 122 K4

TECSUN H1Z2Z2-K 1X10 RED T500 0500815 122 K4

ELECTRICAL DATA

Item name Outer diameter
[mm]

Conductor
diameter [mm]

Current carrying
capacity [A]

Conductor resistance
at 20° C [Ohm/km]

Short
circuit
current

conductor
(1sec)
[kA]

TECSUN H1Z2Z2-K Pure 1X4 RED
T500 5.9 2.4 52 5.09 0.57

TECSUN H1Z2Z2-K Pure 1X4 BLACK
T500 5.9 2.4 52 5.09 0.57

TECSUN H1Z2Z2-K Pure 1X6 RED
T500 6.5 2.9 67 3.39 0.86

TECSUN H1Z2Z2-K Pure 1X6 BLACK
T500 6.5 2.9 67 3.39 0.86

TECSUN H1Z2Z2-K 1X10 BLACK
T500 7.6 4 98 1.95 1.43

TECSUN H1Z2Z2-K 1X10 RED T500 7.6 4 98 1.95 1.43

Max. short circuit current conductor, 1s at initial temp. 90ºC Current carrying capacity for cable on surface in air at 60°C
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