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Product Overview

Smart PV Optimizer

SUN2000-3
« A
| oc |
ENA N * | suN2000-2
AC
«» Component Model Description
Inverter . A A maximum of three inverters can be cascaded.
bc | SUN2000-(12KTL-25KTL)-MBO series A M1/M2/M5/MBOinverters can be cascaded.
548 SUN2000-(3KTL-12KTL)-M1 A The SUN2000-(5K-12K)-MAPO cannot be cascaded with other
inverters.
SUN2000-1 SUN2000-(BKTL-20KTL)-M2 A SUN5000 inverters cannot be cascaded with SUN2000 inverters.
SUN2000-(12KTL-25KTL)-M5 series A Optimizers must be configured for all PV modules connected to a
E SUN2000-(5K-12K)-MAPO series SUNS5000 inverter. Otherwise, the inverter cannot be started.
AC el < i
«» i AC W SUNS5000-(8KTL, 12KTL)y MAPO series
_______________________________________ == SUNS5000-(17K, 25K)-MBO series
bc | | ‘ i Energy storage A EachM1/MAPO can connectto a maximum of two ESSs, and each
RS485A1/E ! \E‘C?E:A_N“ ) system (ESS) LUNA2000-(5-30)-S0 MBO can connectto a maximum of four ESSs. (each battery terminal
777777777777777777777777777777777777777 . LUNA2000-(7, 14, 21)-S1 can connect to a maximum of two batteries)
be pe A The LUNA2000-(5-30)-S0 and LUNA2000-(7, 14, 21)-S1 cannot
— — . = connectto the same inverter in a parallel system.
: ] i \ —— SR A Ifinverters are cascaded, the LUNA2000 -(5-30)-S0 and LUNA2000-
' R | | ' (7, 14, 21)-S1 cannot connect to different inverters.
| o W I l :
| ! EMMA A A01: Only PV and ESS features are supported.
: ‘ - 1 - EMMA-AO01 A A02: Features of PV, ESSs, smart chargers, and smart loads are
777777777777777777777777777777777777777777777777777 — EMMA-A02 supported.
Fusionsolar Smart PV A SUN2000-600W-P: L d short input cabl ilable t
ma i -P: Long and short input cables are available to
Optimizer SUN2000-450W-P2 connectto PV modules with different cable lengths.
L] NOTE SUN2000-600W-P A The SUN2000-(600W-P, 450W-P2) and MERGC-600W-PAO cannot be
. . . . . . . . . . used together for the same inverter.
1. The informationin this documentis subject to change without notice. Every effort has been made in the preparation of this MERG600W-PAO g
document to ensure accuracy of the contents, but all statements, information, and recommendations in this document do
not constitute a warranty of any kind, express or implied.
2. For details about the solution components, installation, and cable connections, see the corresponding user manuals and
quick guides.
3. The cable colors involved in this document are for reference only. Select cables in accordance with local cable specification  s. (] NOTE

In the EMMA networking scenario,a maximum of three invertersand 12 ESSs can be connected.

Copyright © Huawei Digital Power Technologies Co., Ltd. 2024. All rights reserved.
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Cable Connections (Three -Phase Inverter M1/MBO + ESS SO + EMMA with an Internal CT)
- i ith optimizers)
PV strings (wit [
Before connecting cables, ensure that all @ Load
switches are OFF. Otherwise, electric shocks T e oz g : :
may occur. -7 E E
‘?é INVERTER [  —— i E
PE| L1 L2 13 N_L1 L2 13 N ! - !
o T il B = PR R
) o — - / dlstrlé)g)t(lon :_L-L;_:L_L-LL-LL-&-T @ SG] T
’_0 MBO ) 10) @® Method 1 Method 2
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NOTICE
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13 14
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@

PE 1 10 PE
Enable- 2 9 CANH
Enable+ 3 8 CANL

485A 4 7 485B
485A 5 6 485B

Signal cables must be outdoor shielded

twisted pair cables.

NOTICE

Connect other cables to
inverters by referring to
the connection method for
inverter 1.

L T WL L

OUT/ﬂ\' ‘ [N]
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EMMA

JRS485 AT}
RS485 B1

WSS

([DO-NOT

‘“IDo coMm1|

|12v OUT h%

Ext. relay

5 O
nit W

out  our
o & w s A\ 12V DC@1 A SG
EMNAS, [Comil— Contact capacity
14 ﬁa
= .
| e [ 0
’ = ooo )
7 Y
8] L2 13 N ()
IN IN IN IN [+)

WLAN/FE’—

| et N
L3 L3 ]
— E Power grid
L1 L1
No One End The Other End One End The Other End
*_Component Port Port Component N Component Port Component
PV1+ Positive Inverter 1 COM-2 COM-14
terminal . @ EMMA
0 Inverter 1 - PV Strings COM-4 COM-7
PV Negative
terminal AC-L1 L1
g Inverter 1 BAT+ BAT+ ESS1 ACL2 L2 _ Power
BAT- BAT- @ Inverter 1 AC-L3 L3 distribution
box
BAT+ BAT+
AC-N N
g ESS1 BAT- BAT- ESS2
AC-PE PE
9 | ter 1 COM-1 COM-2 | ter 2
nverter nverter
COM-3 COM-4 LLOUT L1 Power
L2 OUT L2 RTI
COM-1 COM-2 @ EMMA distribution
6 Inverter 2 Inverter 3 L3OUT L3 box
COM-3 COM-4 N OUT N
COM-2(left) |[COM-2 (right)
COM-3(left) | COM-3(right) Cable . e
COM-4(left) | COM-4(right) Type No. Cable Connection Description
@ ESS1 COM-7(left) | COM-7(right) ESS2
_g Method 1: Use DO dry contacts to directly drive the SG Ready
COM-8(left) | COM-8(right) heat pump. The max. capability of the DO dry contacts is 12V
COM-9(left) | COM-9(right) DC@1A.
COM-13 COM-2(right) Method 2: Use a 12 V@30 mA power supply to drive the
COM-11 | COM-3(right) external relay. Choose the proper contact capability of the
COM-7 COM-4(right) external relay according to the SG Ready heat pump port.
0 Inverter 1 COM-9 |COM-7(right) | ESS1
COM-5  |COM-1 (right)
(shield layer) | (shield layer)



Residential Smart PV Solution Quick Guide N

(Three -Phase PV+ESS Scenario + EMMA Networking) HUAWEI

Cable Connections (Three -Phase Inverter M1/MBO + ESS SO + EMMA with an External CT)

A DANGER PV strings
Before connecting cables, ensure that all (with optimizers)
switches are OFF. Otherwise, electric shocks —= @ O Load
may occur.
_/\ ( : |
) - Ir=esm e ; :
112 13 N L1123 N | |
0" P.OW-GI’ . O . I H” 1
L1L2L3 NPE distribution |l u s e Al = ‘\;e :
S por ©  ® -
I, U’ @ AC 11213 rt_u 12 13N : ,7 :
\M BO /\t \ ( N
~ | ourA® EMMA ®  \Method 1
L3L2L1/N PE 1 :
L 2 3 N !
out out out out :
COM ‘ | b
; ’ :[Do-comi
1 3 7@,;_ ¥ 1 YOO PPN PR Ve - ([ (RS DU R ! ﬁ[) 25— —=12 V@100 mA -
I ' ' = -
314 4 b7 ! |14 (ot : . ‘ l
5/[6 5][6 ! 5 6 L@ e B i 2 ' o U8
PE" 4++7 RS485 B1 —/7 — il o] |2 \ Contact capacity Ext relay )
708 7118 = il | 8 N
[: 9 10 :] [: 9 10 j g/ |7H9 9 10 :| W n FE N\ ?
1112 11](12 g §~ 3|<—>11—'|1 12 | - 5 “(ooo '
13 14 1314 ~ 2 enq3+ 0 (14 L [ l EHEED
15 16 15 16 L 15 16 - !Ejf WLAN/FE
L —
\ ) \ ) J ®»_- U TR
* L3 L3
NOTICE | H
| NoTICE_| i | &2 Power grid
Connect other cables to L -
g o Inverters by_refemng to N One End The Other End One End The Other End
. . . a the connection method o Component Port Port Component " Component Port Port Component
PE — — for inverter 1. PV1+ Positive @ Iverter 1 COM-2 COM-14 EMMA
|_ aoll OM | | “ Inverter 1 terminal__{ o, <rings nverter COM-4 COM-7
TOCop Ao (0695 | PVI- Negative
120 Jigi j" :“E D& 4| terminal ACL1 L1
-30J8~\1 ¥ A 883 ~Nwa BAT+ BAT+ AGL2 L2
A= )0 ®UO R o X@D--- : Inverter 1 ESS1 Power
g l[ %% f ]l ul,l., ‘[190‘:% % @ Y BAT- BAT- @ Inverter 1 ACGL3 L3 distribution
e d s f:'_l 9 Ess1 BAT+ BAT+ ESS2 AC-N N box
R o PE cEé)/?\AT-l cEé)/?\AT-z AC-PE PE
9+=9 9 Inverter 1 - - Inverter 2 L10uUT L1
COM-3 COM-4 L2 OUT L2 Power
PE 110 PE CoM1 CoM-2 @ EMMA oo o distribution
Enable- 2 9 CANH 6 Inverter 2 Inverter 3 U box
Enable+ 3 8 CANL COM-3 COM-4 N OUT N
485A 4 7 4858 COM-2(left) |COM-2 (right) IA*&IA L1 Power
485A 5 6 485B COM-3(left) | COM-3(right) @ EMMA IBi&IB L2 distrlgbution
esy |COM-d(eft [com-agignn | ., ICr&IC L3 o
(6) COM-7(left) | COM-7(right)
COM-8(left) | COM-8(right) Cable
COM-9(left) | COM-9(right) Type No. Cable Connection Description
COM-13 | COM-2(right) Method 1: Use DO dry contacts to directly drive the SG
COM-11 COM-3(right) Ready heat pump. The max. capability of the DO dry
0 COM-7 | COM-4(right) contacts is 12V DC@1A.
. . Inverter 1 _ e ESS1 Method 2: Use a 12 V@30 mA power supply to drive the
Slgnal cables must be outdoor shielded ggm z ((;:3\’\: Zinq:?) external relay. Choose the proper contact capability of the
: ; - A (ri ;
twisted pair cables. (shield layer) | (shield Ia)?er) external relay according to the SG Ready heat pump port.
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3 Cable

INVERTER-3
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INVERTER-2
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4\ DANGER

Before connecting cables, ensure that
all switches are OFF. Otherwise, electric
shocks may occur.

NOTICE

Connect other cables to inverters
by referring to the connection
method for inverter 1.

NOTICE

Signal cables must be outdoor
shielded twisted pair cables.

= v“vu‘;Lv*‘:;x-;@NY%-—-1--- 1
4++3— 3

Connections (Three -Phase Inverter M1/MBO + ESS S1 + EMMA with an Internal CT)

PV strings (with optimizers)
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Load

| | |

M1 PE| L1 12 13N L1123 N

Power -:|-|:-:|:|-

L1L2L3 N PE distribution | & i - - . .

AC bOX L1_L2 L3 Nl_L1_LLL3_ T

L3L2L1 N PE @
AC

ou-r’f}'

‘ i ‘ | 5

EMMA R M

m Method 1

12V OUT - b\
Iy

[DO-NO1
1

1=
,-,{*; "
«|DO-COM1
n'-‘El._.Jﬁl@mo mA )
ﬂ
lay -

I

Ext. rela )

\I
1
i :
1
! HE S12vDe@l A | [sq
g PE 5 E EMMA Contact capacity -/
|"—2~—-7 7 ]
an . i
AR L3++9 9 i : _ o>
Inverter«»Battery l | 91 im@w@%* ; il 76| [ e T ?
s and ) RS485 Bi . FE |
1 PE o 3 14 |[coo __)
2 485A2 Y--5«>13:-1 - = - -\
3 48582 15 16 °
4 EN /
5  GND : J,
Battery<—sBattery .
Fa— - - Power grid
7 485A2 | =
8 48582 BATTERY-1 BATTERY-2 [{ }
L2+
- Ll o] o J
r’
One End The Other End
Component Port Component
PV | erminal
Inverter 1 ’ PV Strings
Negative
PV1- X
[ terminal
Inverter 1 BAT+ BAT+ ESS1
|—| BAT- BAT-
FE ~ BAT+ BAT+
| S ———
ESS1 BAT. BAT. ESS2
BAT+ COM-1 COM-2
Inverter 1 Inverter 2
e COM-3 COM-4
AT COM-1 COM-2
o Inverter 2 Inverter 3
e COM-3 COM-4
< CoM-7 COM-7
COM-8 COM-8
COM-9 COM-9
ESS1 COM-10 COM-10 ESS2
COM-11 COM-11
COM-12 COM-12
COM-13 COM-5
COM-11 COM-4
| 1 COM-7 COM-2 ESS 1
4 nverter COM-9 com-3
COM-5 COM-6
(shield layer) | (shield layer)

WLAN/FE'—

One End

No. Compone
nt

The Other End

Compon
ent

Port

COM-2 | COM-14
Inverter 1 EMMA
COM-4 | COM-7
AC-L1 L1
AC-L2 L2 Power
@ Inverter 1| AC-L3 L3 |distributi
AC-N N on box
ACPE | PE
L1 OUT L1 P
ower
o = t:i 831 tg distributi
N on box

Cable Connection Description

Method 1: Use DO dry contacts to
directly drive the SG Ready heat pump.
The max. capability of the DO dry
contacts is12VDC@1A.

Method 2: Use a 12 V@30 mA power
supply to drive the external relay.
Choose the proper contact capability of
the external relay according to the SG
Ready heat pump port.
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Cable Connections (Three -Phase Inverter MAPO + ESS SO + EMMA with an Internal CT)
PV strings (Wlth optimizers)
Before connecting cables, ensure that all »
switches are OFF. Otherwise, electric shocks s (©) Ommmm—
may occur. Load

INVERTER-3 INVERTER-2

INVERTER-1

PE

N

-3 -3 @ ﬁE N Power D
L1L21L3 distribution v | = _—
" ClERI==

|12v ouT +]¢j§,loo NOT |
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LUDE!EEEE&}_WIL----QV@wOmA
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LRGN WS Ny
Balate Sa T gt

3«3

EMMA or oot our our

NO1

1 ‘ Q i u
EMMA T Contact capacity -,

Ext relay

fa  ARS#85 AT --.‘]‘4 ‘ .

I T bin] fe=d——{ FE]
EN/Enable+
GND/Enable- -----

WLAN/FE'—

[ N K]
EINC IBE & :
p , Power grid
(( 2 | L2-
AN c1) o L14

One End The Other End Cable One End The Other End
No. No.
Component Port Component Component Port Port Component
Connect other cables to o PVLt Positive COM-1 COM-14
: : terminal ' @
inverters by referring to Inverter 1 Negative | PV Strings Inverter 1 COM-3 COM-7 EMMA
the connection method PVL terminal AGL1 L1
P + + a
fOl' inverter 1. @ Inverter 1 BAT BAT ESS1 ACL2 L2 Power
PE 1 10 PE BAT- BAT- @ Inverter 1 ACL3 L3 distribution
BAT+ BAT+ AC-N N box
Enable- 2 9 CANH ESS1 BAT- BAT- ESS?2
Enable+ 3 8 CANL COM-1 COM-1 AC-PE PE
485A 4 7 4858 e Inverter 1 - - Inverter 2 L1 OUT L1
485A 5 6 485B COM-3 COM-3 Power
COM-1 COM-1 @ EMMA L2 OUT L2 distribution
6 Inverter 2 Inverter 3 L3OUT L3 box
COM-3 COM-3 N OUT N
COM-2(left) [COM-2 (right)
COM-3(left) | COM-3(right) Cable ; i
COM-4(left) | COM-4(right) Type [\[o} Cable Connection Description
@ | ©°' [comtlen [comrrignm | =552
-re - r!q Method 1: Use DO dry contacts to directly drive the SG
COM-8(left) | COM-8(right) Ready heat pump. The max. capability of the DO dry
COM-9(left) | COM-9(right) Signal contacts is 12V DC@1A.
COM-2(right) cable Method 2: Use a 12 V@30 mA power supply to drive the
: . . _a(ri external relay. Choose the proper contact capability of the
Slgnal cables must be outdoor shielded o Inverter 1 COM: R145 1. COM 3(r!qht) ESS1 external relay according to the SG Ready heat pump port.
2 a network port | COM-4(right)
twisted pair cables. CoM7(riaht)
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Cable Connections (Three -Phase Inverter MAPO + ESS S1 + EMMA with an Internal CT)
PV strings
(with optimizers) @ Load
INVERTER-3 L ”. |0| o

P = -

PE| [ 213N L1L2L
o - o)

3
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- Power ) — \
@ distribution el el e i @ v |,=7 | 56| .
4 G L1 L2 13 N_11 L2 L3N N 2
S o Ee | ,
b BAT+

(2 - = ) © ® Method1 Method 2

OUTﬁ'
™ h [

COM I v T\r'j%\fn"d“\ ]
S s 12\;LOUT-ﬁl *[Do-comi
SRl @ & & & o 122 S —
- = EMMA Cry
— “ Vi
m

I
EMMA [OMI— Contact capacity -

Ext. relay

T
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Y g
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0

J“]tx.:.,ﬁ&.:
)
AA AL
LALALAL AL AL
7
A
Y

L - =
( () . iRs#ES Al FE <
-
RS485 B1

il
= A
()

XC

! \ EN/Enable+ s "\,
o el el W | [ énoyenabie. oo 00
4 Inverter«sBattery GND/Enable- e Sl
90 T @ WLAN/FE
L L H
D 2 485A2 ~~ Power grid
3 48582 N
4 EN L3 E
Battery-sBattery
Before connecting cables, ensure that 6  PE J
. . . 7 485A2
all switches are OFF. Otherwise, electric 8 48582 Fep— S e ot
hock g EN No. Cable One End The Other End
SNOCKS may occur. 10 GND . Component Port Component No.
T Compone
11 CANH i ype Port  Component
12 canL PV1+ Positive nt
= Inverter 1 't\leém;;i} PV Strings Signal Inverter 1
PVI- 9a cable COM-3 | COM-7
. terminal
Connect other cables to inverters BATT BAT+ ACLL | L1
by referring to the connection Inverter 1 BAT BAT Esst ACL2 | L2 | pouer
method for inverter 1. Ess1 BAT+ BAT+ Ess2 Inverter 1| AC-L3 L3 | distribution
BAT- BAT- AGN N box
COM-1 COM-1 -
Inverter 1 Inverter 2 AC-PE PE
COoM-3 COM-3 LouT| u
. Power
COM-1 COM-1
Slgnal cables must be outdoor Inverter 2 Inverter 3 EMMA ::g 83; I|:§ distribution
shielded twisted pair cables. COM-3 COM-3 N Y box
COM-7 COM-7
COM-8 CcoMm-8 Cable " ) _,
ces1 COM-9 COM-9 fss1 Type No. Cable Connection Description
COM-10 COM-10 Method 1: Use DO dry contacts to directly
COM-11 COM-11 drivet_h_e SG Ready heat pump. Th_e max.
COM-12 COM-12 cD%)%)bilg\y ofthe DO dry contacts is12V
COM-3 Method 2: Use a 12 V@30 mA power
Inverter 1 COM: RJ45 COM-2 ESS1 supply to drive the external relay. Choose
network port COM-5 the proper contact capability of the
COM-4 external relay according tothe SG Ready
heat pump port.
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4 System Commissioning

App-based Deployment Procedure

Download and install the FusionSolar app

¥
[ Sign up as an installer (optional, required J

for initial registration)

Enter the setup wizard

¥

Check the device status

Downloading and Installing the

FusionSolar App

I A Search for FusionSolar in the app store to
download the app.
A scan the QR code below to download the app.

FusionSolar

Setup Wizard (Connecting to the EMMA

LAN information

of the charger.

Plants statistics

< Route Management

Network Settings
Q, Enter a plant name.
Connection Mode WLAN -
o
Password

If the charger connects to
the router through
WLAN, you need to log in
to the charger to set the
WLAN information before
deploying the EMMA.

Home

vs

Installer Registration

English ¥
WAy
=l
ey / 4
. "

FusionSolar

Demo site

< Scan to Create Plant

No QR code or barcode detected. @

Scanthe QR
code on the
EMMA.

QR code

WLAN for Commissioning)

I

Initial registration

Create the first installer account, and generate a domain named after the company.

< Role

I'm an owner

o
QUr

I'm an installer

o

< Identity authentication

If the system prompts you

to set the password, set
the password and then
log in.

SN2XOXXXXXXXXXX

nstaller

Cancel Login

< Installer Registration

Enter an email address.

Enter your username.

Enter the verification code. Send Code

Enter the password
Confirm password

gree to the Terms of Use
Privacy Policy.

EMMA
On-grid

communication status Management

2 s i

o The connection
is successful
50.000 kW 5.896 kW
295 KWh 1.64 MWh
0]
Alarm

This step will be
automatically skipped
at the first login.

{3 it
Set Power m)JU\:mm‘@

Or

Non -initial registration

If the company requires multiple installer accounts, log in to the FusionSolar app and tap

create another installer account.

English ¥

A
Ny
- oy

FusionSolar

Plants statistics

1

Al Normal

Q. Enter a plant name.

Demo site

< Quick settings

Wired network (FE):
DHCP is enabled by
default. If the router
does not support
DHCP, disable it and
manually assign an IP
address.

Time zone (UTC+08:00)Beijing

< Quick settings

Communication

Device magt networking

Basic Parameter

parameters configuration
*Country/Region China mainland >
Sync phone time [ @)
Time 2023-08-23 11:46:20
Time zone (UTC+08:00)Beijing

Completed

Home Router Connection ()

WLAN  (®) Wired Network
DHCP [ @)
IP address

Subnet mask

Gateway
address

Primary DNS server

Secondary DNS server

Home Router Connection )
® WLAN Wired Network
WLAN

Password

WLAN: Select WLAN and
enter the password.
Ensure that the router
supports 2.4 GHz WLAN.

|I» My PV Plant
&= China mainland xex
. P

Set the router meters.

vs

®

Add user to

£ Add user

*Service provider

*Role

-
H

*Plant Association

-
d

*Username
Avatar @
Country/Region code +86

Mobile number

* Email

| have obtained the owner's authorization,




Residential Smart PV Solution Quick Guide
(Three -Phase PV+ESS Scenario + EMMA Networking)

Device management

< Quick settings < Quick settings

Communication

Corr tion
Devicemagt _ ne -
Basic Parameter Completed
parameters configuration paran
. Grid code ¥
Device list

SUN2000(Inverter)( 3) 3pcs

SUN2000(Inverter)( 3)

Inve

Connected ® Opes
d

Ensure that the devices in Grid code
the device list are the
same as the connected
devices.

If they are inconsistent,
check that the
communication is normal
and tap Search for
device.

her the inverter grid
de. If $0, 9o to the next

i “

. Iy Iy
-

Set the key parameters.

Quick settings

Set the communication

networking.

Set EMMA configuration
parameters.
EMMA Configuration
Meter Connection Mode XX
Meter measurement mode XX

External CT Ratio (7)

Rated Current of Main Circuit
Breaker

< Quick settings

Communication

| have been authorized by the user to
connect to the management system

intl.fusionsolar.huawei.
Domain name com?

‘I’ Device list

Connectiontest

< Quick settings

Communication

Device magt networking
Basic Param Completed
parameters configuration
Network settings
o © @
- -

SUN2000(Inverter)( 3)

Create a plant

& Create plant

0]
[

Connect to existing plant

Add plant

No Internet Connection
Turn off WLAN, enable cellular mobile
network, or connect to network:

Set ESSconfiguration
parameters.

ESS Configuration

ESS
Installation

Working mode settings (2

Outdoor(Recommended)

ey Maximum self
-consumption

bk “ freviows “

Inverter

Connected ® Opes
device

INV @

Connected ® Opcs |7 10.00kWh
device

In an inverter cascading
scenario, the parameter
synchronization result

is displayed. I

[f—————————— — — —— — — — — — — — —

|_____________________|
| Add a plant. 1
! I
I ¢ Add plant < Add plant |
I o 2 v o I
| Basic info Add devices Basic info Add devices 1
|
I *Country/Region Total string capacity (kWp) I
|

I *Service provider C infocenter01 Added devices I
I Planttype Residential XXXXKXXXKXXX |
1 *EV-charger-only plant @ No ot |
1 XXX
I *Plant name |I‘ ol dovite :
I *Grid connection date 16/11/2023 If mUItIpIe I
I . .

Start date of safe running  16/11/2023 CommISSIOned I
| devices need to be 1
1 connected to the 1
1 *Plant address XXX © plant at the same I
I time, tap + to scan I

|_JI have obtained authorization from the user.

I and add them one o I

e by one.
] ¢ 1
I Previous I
! I
! I

e oo o o o o e e e e e e e e e e e e e e e o)

Create an owner account.

|
1 Plants statistics & Add user
I *Service provider
1 1 [} g
| | Al Normal Faulty in Role
| *Plant Association =}
1 Q. Enter a plant name. 2 v
I *Username
| ly PV Plant |
China mainland xxx
| & P T |I‘ Avatar B
| =
I Country/Region code +86
1 Mobile number
1 * Email
|
vs
I | have obtained the owner's authorization.
| @
|
1 [ Cancel
Home
|
|
I

1

I Viewing the Plant Status

| N _ .
I |

. By
1 I Plants statistics 1
I I £ Setup wizard S, Add user Weather -- Plant details I
I . I
1 1 0 0
| 1 Al Normal Faulty Offline 1
I PV I
. Enter a plant name & &
| : ° B |
P
! !
I | My PV plant ol = I
China mainland ***
I . e » 3 )0
| = N.‘
I 1 Battery Grid |
I |
| I ':.:f 1
| 1 Load 1
I |
I I ORI sy I
I " I
1 1 wwx KWh ik MWh whoww MWh |
I & I
1 1
L o

1 I Home Overview |
S |

N

HUAWEI



Grid -tied Point Parameters

Setting Grid -tied Point Control

Aol < Power adjustment
IO sgement
B Ths et v Syste Limited Feed-in >
S s ™ The connection
is successful
Scheduling via DI Port >
50.000 kW 5.896 kW
Rated power Active power
Demand Limit >
2.95 KWh 1.64 MWh
Yield today Total yield
[ Power adjustment ] ftoday tl yield e 5
. . i
{ Limited Feed -in ] 0l &

l Alarm Quick Settings |I»

Control mode 2
A Unlimited & %

A Grid connected with zero power Meitoe Malonariaoce
A Limited feed -in (kW)
A Power -limited grid connected (%)

Unlimited

Grid connected with zero power

Limited feed-in (kW)

{3 T,

Set Power adjustmen

Power-limited grid connected (%)
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6 Physical Layout of Smart PV Optimizers

Taking a Photo of the Physical Layout Template

Generating a Physical Layout on the App

| | 1 1
- ) I Ensure that the four positioning points on the 1 Enter the Layout screen.
I Remove the SN labels from optimizers and attach them to the physical layout template based I | template are within ﬂ?e —— 9p (I y |
| onthe actual positions of the optimizers in the plant. | P : I |
| 1 1 | Plants statistics :
. . |
I I | POSltlonlng pOInt | : {1 Setup wizard &, Add user % I
| PV
| ) et 1ot I 1 | ‘ 1 1 0 0 |
1 - 1 | I Al Normal Faulty Offline 3%0 I
I SN: 00000 Eils i ! I !
XOOXXXKHKXXXXX = | 1 | 1 Q. Enter a plant name. a2 YV
! Y - I I “ : 1
| | 1 | 0010 ) 0100 1
‘I . e I I I My PV Plant . A b
. I ] . .‘ 1 1 | & Iihmm‘”kmjf' _ |I Battery Grid 1
: e | 1 = “ » o I
| = e ; 2 | | I { 29500 ) 1
| O i ! | .
I 3 : 1 1 Load
I L e I . : I
I 1. _ 1! : I Tap a plant that is :
=+ L | equipped with 0.00 2.361
o] —— @) ! A1p) sy o 18
| J - = _/ I| [ optimizers. 1
| | 1
I I I I (] 5.10 Mwh 5.10 MWh 5.10 MWh
; | I |
| | 1 1
| |
|
I | - |

Generating a Physical Layout on the App Automatically

1
|
Upload the template and generate a layout. :
|
|
|
| : 7
: & < Upload image ® < Upload image ® If some QR codes cannot 1
) be identified or the plant 1
1 Physical layout Logical layout i ,.,0
_— : i j o | layout needs to be I
| T * F * Ee u‘ i5 5 L adjusted, refer to I
| “ Take a photo of the — "Creating a Physical I
1 : template with the QR Layout on the App
I Set optimizer + - i i codes attached, or L i Manually." 1
I parameters. select the photo from |
I Tap[Aor Zto create a physical layout. 4 + ol i your phone album. ‘ it T 0 — — — :
: [ oparion i Iy s . i
Operation Guide . I
1 Settings L R After all templates are I
| o Optimizer-to-module ratio uploadeq, tap Layout |
| Tap to upload the ) Generation to
I physical layout N L ) o generate the physical I
I template. o’“”_ layout. I
1 Tap toadd a phySIC8.| Camera The existing physical layout will be |
|ay0ut template. overwritten by a new one. Are you sure I
1 Select from album you want to generate a new layout?
I Cancel I
. i
I |
! Y !



